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CT-2 amps
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Cooling Tower 2

Marley NC 8309

Induced Draft

600 tons

70°F entering wet bulb

1,820 gpm from 95°F to 80°F
60 hp with VFD (each cell)
12.7 ft. open lift

High level alarm
Low level alarm

preventer
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CT-1 start/stop command
CT-1 speed command

CT-1 speed feedback
CT-1 VFD frequency
CT-1amps
CT-1VFD fault
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Marley NC 8309

Induced Draft

600 tons

70°F entering wet bulb

1,820 gpm from 95°F to 80°F
60 hp with VFD (each cell)
12.7 ft. open lift
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Low level alarm
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1 Bell and Gosset Bell and Gosset 1 1 Bell and Gosset Bell and Gosset 1
[ e VSXH 6x8x13.5 VSXH 6x8x13.5 ] VSXH 6x8x10.5 VSXH 6x8x10.5 = 1
1 1,120 gpm at 75 ftw,c, 1,120 gpm at 75 ftw,c, 1 1 2,320 gpm at 90 ftw.c, 2,320 gpm at 90 ftw.c, 1 1 1
40 hp, 1,150 rpm, 3 ph, 480v, 50a 40 hp, 1,150 rpm, 3 ph, 480v, 50a 1 75 hp, 1,780 rpm, 3 ph, 460v, 86a 75 hp, 1,780 rpm, 3 ph, 460v, 86a 1 [
1 27 bhp / 94.1% 27 bhp / 94.1% 1 1 68 bhp / 95.4% 68 bhp / 95.4% 1 ' 1
1 1 1
1 CWP-1 start/stop command CWP-2 start/stop command I 1 CWP-3 start/stop command CWP-4 start/stop command I 1
. Dr CWP-1 proof of operation CWP-2 proof of operation g CWP-3 proof of operation CWP-4 proof of operation g 1 ! CWP-5 CWP-6 1
ar ar 1 L] ar ar 1 1 Bell and Gosset Bell and Gosset 1
1 1 1 1 o 1510 / 2.5 BB o 1510 / 2.5 BB 1
1 1 1 200 gpm at 75 ftw,c, 200 gpm at 75 ftw,c, 1
1 1 ' 1 1 7.5 hp, 1,760 rpm, 3 ph, 480v, 9.2a 7.5 hp, 1,760 rpm, 3 ph, 480v, 9.2a '
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V1 - Modular chiller Pumps CWP-5 and 6 and the
(H Bypass (Bray) modular chiller are on level 1
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Revisions: 1. 02-02-10 - Added auto air vents, modular chiller strainers

2. 02-16-10 - As-Built modifications RS
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