
Cold water make-up 
from a back flow 
preventer

North Riser

South Riser

North Pump
Bell and Gossett 
1510 
?,??? gpm at ?? ft.w.c.
?,??? rpm
?? hp
?? bhp

North Riser

South Riser

Throttled 
60% Open

Throttled 
60% Open

East DHW 
Heater/ 
Storage 
Tank

Corridor Make-up 
Unit Preheat Coil

Corridor Make-up 
Unit Preheat Coil

Coil Circulation Pump
Make and Model
?,??? gpm at ?? ft.w.c.
?,??? rpm
?? hp
?? bhp

Corridor Make-up 
Unit Preheat Coil

Corridor Make-up 
Unit Preheat Coil

Middle DHW 
Heater/ 
Storage 
Tank

West DHW 
Heater/ 
Storage 
Tank

West Boiler
Cleaver Brooks FLX 700
SN ???
Output – 7,200,000 Btu/hr
Heat ?,??? gpm from ??°F 
to ??°F

Middle Boiler
Cleaver Brooks FLX 700
SN ???
Output – 7,200,000 Btu/hr
Heat ?,??? gpm from ??°F 
to ??°F

East Boiler
Cleaver Brooks FLX 700
SN ???
Output – 7,200,000 Btu/hr
Heat ?,??? gpm from ??°F 
to ??°F
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North Middle Pump
Bell and Gossett 
1510 
?,??? gpm at ?? ft.w.c.
?,??? rpm
?? hp
?? bhp

South  Middle Pump
Bell and Gossett 
1510 
?,??? gpm at ?? ft.w.c.
?,??? rpm
?? hp
?? bhp

South Pump
Bell and Gossett 
1510 
?,??? gpm at ?? ft.w.c.
?,??? rpm
?? hp
?? bhp

Throttled

To Level 22 Loads (AHU 
22-2 reheat coils and 
several fan coils)

From Level 22 Loads 
(AHU 22-2 reheat coils 
and several fan coils)

North Riser – To Guest 
Room Fan Coil Units

General Note:

This drawing has been developed using a combination of field notes and project documents.   It has not been fully field 
verified as of 2015-11-20 although the general arrangement and order of connection is based on field notes and sketches.

Throttled 60% Open
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South Riser – To Ball Room 
and Meeting Room AHUs and 
Reheat Loads and Lower Level
Domestic Hot Water Loads

North Riser – From Guest 
Room Fan Coil Units

C

D

South Riser – From Ball Room 
and Meeting Room AHUs and 
Reheat Loads and Lower Level
Domestic Hot Water Loads



Typical Guest 
Room Fan Coil

Typical Air Handling  
Unit Heating Coil

Typical Air Handling  
Unit Heating Coil

Typical Guest 
Room Floor
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From Guest Room Fan Coil 
Units on Other Floors

To Guest Room Fan Coil 
Units on Other Floors

From Other 
AHUs

General Note:

This drawing has been developed using a combination of field notes and project documents.   It has not been fully field 
verified as of 2015-11-20 although the general arrangement and order of connection is based on field notes and sketches.

From the North Riser 
Connection at the 

Distribution Pump Header
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From the South Riser 
Connection at the 

Distribution Pump Header

To the North Riser 
Connection on the Return 
Header

C

D

To the South Riser Connection 
on the Return Header

Typical Guest 
Room Fan Coil

Note:  Two 
fan coils at 

the bottom of 
each riser 

have a three-
way valve

Typical Meeting 
Room Reheat Coil

Typical Meeting 
Room Reheat Coil

Lower Level 
DHW Heater/ 
Storage Tank

Lower Level 
DHW Heater/ 
Storage Tank

Typical Ball Room Air 
Handling Unit 
Preheat Coil

Typical Ball Room Air 
Handling Unit 
Preheat Coil

Coil Circulation Pump
Make and Model
?,??? gpm at ?? ft.w.c.
?,??? rpm
?? hp
?? bhp

Typical Ball Room Air 
Handling Unit 
Preheat Coil

Typical Ball Room Air 
Handling Unit 
Preheat Coil

To Other AHUs


