
Model                                                     
 

Dial Sizes     11/2", 2", 21/2", 4"

Wetted Parts            
                       Bronze tube, brass socket 
                       Lead-Free (PBF) 
                       Meets NSF/ANSI Standards  
                       372 and 61

Movement    Brass

Connection  11/2" Dial Size: Lower male or  
                       center back male,  1/8 NPT 

                       2", 21/2" Dial Size: Lower male or  
                       center back male, 1/8 or 1/4 NPT 

                       4" Dial Size: Lower male or  
                       center back male, 1/4 NPT

Case             Drawn steel, black finished, 
                       stem-mounted flangeless      

Window        Acrylic

Pointer          Plain, black finished

Dial Face      Aluminum, white background with       
                       black graduations and markings

Accuracy      ±1.6% Full Scale

Maximum Temperature 
                        ( )

Approximate Shipping Weight              
                       11/2                                      
                       0.2 lbs [0.09 kg] 
                                                                
                       0.3 lbs [0.14 kg] 
                       21/2                                      
                       0.3 lbs [0.14 kg] 
                        
                       0.6 lbs [0.27 kg]

    11/2",  2",  21/2", 4" Dial Sizes 

    ±1.6% Accuracy  

    Drawn Steel Case

Sample Order Number:  

   Optional features and case 
     style variations available:   
     Please consult the Options
     & Accessories Section for  
     details. 

   For correct use and  
application of all pressure 
gauges, please refer to: 
Pressure Gauge Standard 
ASME B40.100.



All dimensions are nominal.  Dimensions in [ ] are in millimeters.

Standard Ranges  
                         psi Ranges (A)                                                  Corresponding psi/kPa Ranges (D) 


